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BITUMINQUS CONCRETE SURFACE COURSE PROFILE
BL-A—M (Bituminous concrete surface course along & Roadway)
Notes: Note:
N . . . Bituminous Concrete Surface Course Profile dimensions
Rail spacing the same on both sides of the bridge. . . e
See sheetf 5 of 9 for end of bridge rail location. include 5" for waterproofing membrance thickness.
L x 347 Sawed Jjoint with 700 Bituminous concrete surface course
elastic jt. filler (full width) = and waterproofing membrane
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Approach B i
F‘,‘ Fabric bearing pad
N 797 x /2// X 2077
- 178 x 2-67 Dowel rods
Lot PyF in 15" ¢ holes drilled in cap
Full widih : (2 each beam)
Back of Exist.
Abutment —i
SECTION THRU ABUTMENT
Notes:

- After beoms have been erected, holes shall be drilled
DESIGNED EML % 1 Jt. shall be filled with non-shrink grout. 1 into substructure and anchor dowels placed. Dowel
CHECKED  NJM dimension may vary to accommodate tolerance holes shall be filled with non-shrink grout fo top of beam

in beam lengths. and allowed to cure min. 24 hrs. prior to grouting the
DRAWN EML | | shear keys.
h ’S-II'(I?FRINI%RISC All horizontal dimensions are at right angles to beam ends.
CHECKED _ NJM ENGINEERS. M ARCHITECTS W PLANNERS See sheet 7 of 9 for bearing pad details.
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VP.P.C. Dk. Bms. ~—¢ Beam & Span
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4 - 127 x 12" x 1”7 Steel Plates at
3°-07 ¢ts. Top and Boft., Each Span

PLAN

Stage Construction Line
27 x 127 x 1”7 Steel Plate

(M-270 Grade 36) Top & Bottom

37 x 37 x L4 B Washer
Top and Bottom

Steel Shims, Top and
Bottom (If required)

Grouted Key

1" ¢ Stud Bolt threaded 6° Each
End with washers and nuts.

(Min. Fy=50 ksi)

Coat with a water soluble
lubricant.
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CLAMPING PLATE

SHEAR KEY CLAMPING DETAILS AT STAGE CONST. JT.

See Special Provisions for Stage Construction of
Precast Prestressed Concrefe Deck Beams.

Cost included with "Precast Frestressed Concrete
Deck Beams".

See Stage Construction Details for traffic lanes.

SUPERSTRUCTURE DETAILS
F.A.P. ROUTE 817 - SECTION 8BR-3
WASHINGTON COUNTY
STATION 36+12.71
STRUCTURE NO. 095-0011




